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FEC PRODUCTS

15” AerPPC
Fanless Panel PC w/ Intel Bay Trail

PP-9635
We took the best of AerPOS and AerMonitor and 
created the slimmest Panel PC on the market.
Featuring Intel® Celeron® J1900 quad-core CPU, the fan-less 15” AerPPC series is the
perfect POS and KIOSK solution.  The entire POS component is built into the display
unit, making this a perfect standalone product or a part of sophisticated solution.
Inheriting the modular design of the AerPOS family, add-on devices can be upgraded at
any time.

FEATURES

SPECIFICATIONS

Add-on Devices
All AerPPC add-on devices use a USB
interface for reliability, simple installation
and maintenance. USB I/O on the right side
(standard) of the display. 

Pole Installation Ultra slim profile 
@ only 3.9 cm / 1.5 inch

Frontal water spill-proof,
perfect for F&B environment

HDD / SSD easily accessible

Integrated Pole Type
Customer Display

Integrated Pole Type 15inch
Display

Integrated Customer Display

Model                                   PP-9635A

Processor                                 Intel® Celeron J1900 up to 2.42 Ghz

Power Supply                           150W (12V / 12.5A) External Power Adaptor

Storage Device                        1 x 2.5” SATA HDD or SSD

Graphics                                   Intel HD

Construction                            Aluminum Die-casting + Plastic (with Bezel)

Speaker                                    Internal Speaker 2W x 2

Housing Color                          Black 

Touch LCD Display                    PP-9635A

Size / Resolution                           15” TFT-LED / 1024 X 768

Brightness (Backlight Type)          350 cd/m2 (LED);
& Touch Screen                            5-Wire Resistive Touch
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AerPPC
Power Efficient Intel Haswell Panel PC

PP-9645
We aim to exceed your expectations by providing high quality,
reliable products with state of the art designs. 
Featuring brand new AerPPC drawer design, the main unit can be easily removed for
maintenance while maintaining a sleek and stylish profile. 
The iconic AerPPC modular system provides outstanding flexibility, serviceability,
efficiency and reliability to minimize your TCO (Total Cost of Ownership).

FEATURES

SPECIFICATIONS

Add-on Devices
All AerPPC add-on devices use a USB
interface for reliability, simple installation
and maintenance.
USB I/O on the right side (standard) of the
display.

•  Equipped with 2.5” SATA drive slot and onboard M.2 SSD storage (option)
•  Smart Fan detects CPU temperature and adjusts fan speed automatically
•  Standard VESA wall mount option
•  One touch access to remove the main unit.
•  Choice of traditional bezel & true flat options
•  Improved power button & status LED design

Integrated Pole Type
Customer Display

Integrated Pole Type 15inch
Display

Integrated Customer Display

Model                                   PP-9645A
Processor                                 Intel® Celeron G1820TE 2.20GHz 
                                                Intel® Core i3-4330TE 2.40 GHz
                                                Intel® Core i5-4570TE 3.30 GHz 
System Memory                       1 x 2GB Standard, Maximum 16GB 
                                                (2 x 8GB 204-pin DDR3L-1600)
Power Supply                           150W (12V / 12.5A) External Power Adaptor 
Storage Device                        1 x 2.5” SATA HDD or SSD
Second Storage                       Optional M.2 Storage Device
Construction                            Aluminum Die-casting + Plastic (with Bezel)
Speaker                                    2 x  2W Internal Speaker
Housing Color                          Black 

Touch LCD Display                  PP-9645A

Brightness / Resolution               350 cd/m2 (LED) / 1024 x 768

Touch                                          5-Wire Resistive Touch
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FEC PRODUCTS

AerPOS
15inch Fanless POS System

We aim to exceed your expectations by providing high quality, reliable
products with state of the art designs.
AerPOS is an elegant fanless system, designed to be used in the toughest retail and
hospitality environments. It is a very durable and compact system that fits beautifully
on any point of sale counter. The modular design features also ensures high
serviceability.

FEATURES

SPECIFICATIONS

Add-on Devices
All AerPOS add-on devices use a USB
interface for reliability, simple installation
and maintenance.
USB I/O is on the right side of the display

Standard Colors:
Black + Silver; Black + Red;

White + Silver

The display can be easily
removed for quick and
efficient maintenance.

One-step operation for quick
access to hard disk or SSD

Ventless design keeps
dust and debris out of the

system.

The integrated customer
display can be turned and
tilted for the best viewing

angle.

15inch second display 
(pole type)

11.6inch second display
with bracket

Model                                   AP-3435

Processor                                 Intel® Atom™ D525, 1M L2 Cache, 1.8GHz

System Memory                       1GB Standard, Maximum 4GB (1x204-pin DDR3)

Power Supply                           90W (12V / 7.5A) External Power Adaptor

Storage Device                        1 x 2.5” SATA HDD or SSD

Chipset                                     Intel® GMA 3150

Speaker                                    Internal Speaker 2W x 2

Construction                            Aluminum Die-casting + Plastic + Glass

Housing Color                          Black with Silver Trim; Black with Red Trim; 
                                                White with Silver Trim 

Touch LCD Display                    AP-3435

Size / Resolution                           15” TFT-LCD / 1024 X 768

Brightness (Backlight Type)          • 250 cd/m2 (CCFL); 
& Touch Screen                               5-Wire Resistive Touch
                                                    • 350 cd/m2 (LED) with 
                                                       Tempered Glass; Projected 
                                                       Capacitive Touch

2in1 MSR
+ RFID 2in1 MSR

+ iButton

iButton MSR

2in1 MSR
+ Fingerprint

Reader
Fingerprint

Reader
RFID
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Gladius Smart
15inch Fanless POS System with Multiple
Optional Bases

We aim to exceed your expectations by providing high quality,
reliable products with state of the art designs. 
Gladius Smart is a fanless pos system that features an Intel® Atom™
D525, 1.8GHz processor. Gladius Smart’s is designed in a way that it
can either be wall mounted or combined with any one of three bases.
It is a very versitile pos system that is suitable for retail stores as
well as hospitality applications. The rugged design design makes it
very reliable for 24/7 operation.

FEATURES

SPECIFICATIONS

Model                                   AL-7435

Processor                                 Intel® Atom™ D525, 1M L2 Cache, 1.8GHz

System Memory                       1GB Standard, Maximum 4GB (1x204-pin DDR3)

Power Supply                           150W (12V / 12.5A) External Power Adaptor

Storage Device                        1 x 2.5” SATA HDD or SSD

Chipset                                     Intel® GMA 3150

Speaker                                    Internal Speaker 2W x 2

Construction                            Aluminum Die-casting + SECC

Housing Color                          Black with Silver Trim or White with Silver Trim 

Touch LCD Display              AL-7435

Size / Resolution                     15” TFT-LCD / 1024 X 768

Brightness (Backlight Type)     250 cd/m2  (CCFL) /  
& Touch Screen                       450 cd/m2 (LED)

Touch Screen                          5-Wire Resistive Touch / 
                                               Capacitive Touch

Panel OSD Control                  Power On/Off, Brightness 
                                               Up/Down

Optional I/O
Every project is unique and that is why we
offer the option of a second I/O interface 
to fulfill a variety of project requirements.
The I/O module is very easy to install, just
slide the module into the slot and secure it
with 2 screws.

Built-in Customer Display for
Cost Saving

Standard base with 15inch
2nd display

Low profile with integrated
11.6inch display 

Type A

Type B

Type C

Type E

Type G

Type H

The power adaptor is
integrated into each base

to save space.

Hard Disk is cableless and
designed with a integration

bracket for simple
maintenance.

Display can be tilted to
different angles.

3in1
MSR Reader + IC Card
Reader + Fingerprint Reader

MSR 
Reader



2in1 MSR
+ Fingerprint 
Reader

2in1 MSR
+ iButton iButton MSR

2in1 MSR
+ RFID

Fingerprint
Reader

RFID
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BP-864
High Performance Compact Box System

BP-864, the world’s first box system that is a compact pc and an All-in-One
POS when integrated with a monitor, fulfills it all for various types of
business solutions.
BP-864 equips with latest Intel® H81 Chipset and offers selections of Intel® Celeron®,
Core i3 or Core i5 processors for flexible applications. With FEC revolutionary design,
BP-864 delivers the best modularity. Optional 2nd I/O interfaces provide more
availabilities to fit various situations. BP-864 is the ideal choice for all retailers and
hospitality business.

FEATURES

SPECIFICATIONS

•  Combine BP-864 with AerMonitor and other 
  add-on devices for a complete point of sale 
  solution.

•  Multiple I/O interface choices for different 
  applications.

•  Can be used as a kiosk engine to power 
  self-service solutions.

•  Modular design for easy servicability.

CPU box and case can be
easily detached to upgrade

and maintain.

The thermal fin design on
BP-864 increases heat
transfer effectiveness,

keeping it cool.

BP-864 can be easily
mounted onto any flat

surface.

BP-864 CPU box can be
integrated to various sizes of

FEC Aer Panel PC.

BP-864 weighs only 2.8 kg

Model                                 BP-864

Processor                               Intel® Celeron G1820TE 2.20GHz 
                                              Intel® Core i3-4330TE 2.40 GHz
                                              Intel® Core i5-4590T 3.0 GHz 

System Memory                     1 x 2GB Standard, Maximum 16GB
                                              (2 x 8GB 204-pin DDR3L-1600)

Power Supply                         150W (12V / 12.5A)  External Power Adaptor 

Storage Device                      1 x 2.5” SATA HDD or SSD

Second Storage                     Optional M.2 Storage Device

Construction                          Aluminum Die-casting + Plastic

Housing Color                        Black with Silver Trim 

I/O Ports                     BP-864

Serial Port                      1 x External: COM1(RJ45) 
                                      with RI / 5V / 12V Selectable

USB Port                        5 x External (Rear USB 2.0 x 2, 
                                      USB 3.0 x 2; Front USB 2.0 x 1)

Powered USB Port          1 x 24V

Cash Drawer Port           1 x RJ11 (12V / 24V)

LAN Port                        1 x RJ45 Gigabit LAN

Video Port                      1 x VGA / 1 x HDMI

DC Input                         1 x 12V DC

DC Output                      1 x 12V DC Jack  2.5 mm

Standard Type

Type C: COM Port
(RJ45) + Power USB

Type G: Power USB

Type K: COM Port
(DB9) + Power USB

It is extremely compact
measuring at 29 cm in width,
4.3 cm in height and 22.6 cm

in depth.
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2in1 MSR
+ RFID

2in1 MSR
+ iButton iButton MSR

2in1 MSR
+ Fingerprint

Reader Fingerprint
Reader

RFID
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BP-325
Fanless Compact POS PC

We aim to exceed your expectations by providing high quality,
reliable products with state of the art designs.
BP-325 is a compact fanless POS PC featuring an Intel® Atom™ D525, 1.8GHz
processor. BP-325 is designed with a heat sink and an aluminium chassis to dissipate
heat and ensure high reliability. There are four different I/O interface types that are
available for satisfy many types of business solutions. 

FEATURES

SPECIFICATIONS

•  Combine BP-325 with AerMonitor and other 
   add-on devices for a complete point of sale 
   solution.

•  Multiple I/O interface choices for different 
   applications.

•  Can be used as a kiosk engine to power 
   self-service solutions.

•  Modular design for easy servicability.

Optional SATA DOM One step access to the SATA
HDD or SSD for easy

serviceability.

BP-325 can be easily
mounted onto any flat

surface with a FEC universal
mount.

BP-325 weighs only 2.4 kg Use your own customized
Logo

It is extremely compact
measuring at 23 cm in width,
6.5 cm in height and 19 cm

in depth.

Model                                   BP-325A

Processor                                 Intel® Atom™ D525, 1MB L2 Cache, 1.8GHz

System Memory                       1GB Standard, Maximum 4GB (1 x 204-pin DDR3)

Power Supply                           60W (12V / 5A) External Power Adaptor

Storage Device                        1 x 2.5” SATA HDD or SATA SSD

Optional Storage Device          1 x SATA DOM

Chipset                                     Intel® GMA 3150

Construction                            Aluminum Die-casting

Housing Color                          Iron Grey

I/O Ports                     BP-325A

Serial Port                      2 x External: COM2 (DB9) COM4 (RJ45)

USB Port                        5 x External (1 Front, 4 Rear)

Printer Port                    1 x Bi-directional Parallel Port

Cash Drawer Port           1 x RJ11 (12V)

Keyboard / Mouse          1 x PS/2

LAN Port                        1 x RJ45 Giga LAN

Expansion Slot               1 x Mini PCI-e (Internal)

Audio Port                      1 x Line Out

Video Port                      1 x VGA, 1 x DVI-D

DC Output                      1 x 12V DC Jack 2.5 mm

Type A: Standard

Type B: Dual VGA

Type C: Printer 24V

Type D: Dual LAN
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Retail Smart
10.4” Fully Integrated  Compact POS Terminal

MP-2410

Retail Smart is a fan-less compact touch POS terminal housed in aluminum
and plastic for both high reliability and mobility.
Smart incorporates state-of-theart design concept to integrate various peripherals
into one seamless look.

FEATURES

SPECIFICATIONS

Model                                 MP-2410

Processor                               Intel® Atom™ N270, 512K L2 Cache, 
                                              1.6Ghz, 533Mhz FSB

System Memory                     1 GB Standard, Maximum 2 GB (1 x 200-pin DDR2)

Power Supply                         120W (24V / 5A) 
                                              180W (24V / 7.5A) External Power Adaptor 

Storage Device                      1 x 2.5" SATA HDD Swappable

Speaker                                  Internal Speaker 2W x 2

Construction                          Aluminum Die-casting + Plastic

Housing Color                        Black + White (Standard) / Black 

Touch LCD Display      MP-2410

Size / Resolution            10.4” LED LCD / 800 x 600
                                      10.4” TFT / 1024 x 768

Brightness                     250 cd/m² (LED) / 350 cd/m² (LED) / 
(Backlight Type)              400 cd/m² (LED); 
& Touch Screen              5-Wire Resistive Touch

Integrated Everything
Retail Smart is an all-in-one POS with many essential point of sale
peripherals integrated into the system.

I/O Ports                    MP-2410

Serial Port                    3 x Internal: COM5 (Printer), 
                                    COM3 (LCM), COM6 (Reserved)
                                    3 x External: COM1, COM2, COM4 (DB9)

USB Port                      6 x Internal (1 Touch, 1 LCM, 1 MSR, 
                                    3 Reserved), 4 x External (2 Rear, 2 
                                    Hidden)

Cash Drawer Port         1 x RJ11 (12V / 24V)

Keyboard / Mouse        1 x PS/2

LAN Port                      1 x RJ45 Gigabit LAN

Audio Port                    1 x Line-out

Video Port                    1 x VGA

DC Output                    1 x 12V DC Jack 2.5 mm
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POS PERIPHERALS

Χαρακτηριστικά Συσκευής
• Ταχύτητα σήμανσης < 1 sec
• LAN
• Οθόνη LCD 2x16 γραμμών
• Θερμικός εκτυπωτής κορυφαίας ποιότητας 
• Χαρτί 57mm & εύκολη αντικατάστασή του
• 10.000 παραστατικά σε κάθε Ζ (Ethernet σύνδεση)
• 60.000 αποσυνδέσεις Φ.Μ.
• 20 αλλαγές τίτλου
• 1.000 βλάβες CMOS
• 1.000 επεμβάσεις τεχνικού
• 2.555 Ζ
• Δυνατότητα σύνδεσης με τα περισσότερα εμπορικά 
 προγράμματα της αγοράς.

Χαρακτηριστικά Οδηγού Τύπου Α
• Συμβατότητα με όλα τα εμπορικά προγράμματα της αγοράς. 
 (DOS, WINDOWS, OFFICE, IE, INTERNET)
• Συμβατότητα με όλους τους τύπους εκτυπωτών. 
 (laser, dot matrix, inkjet, receipt, usb, parallel, serial, network κ.α.)
• Υποστηρίζει επανεκτύπωση παραστατικών.
• Αυτόματη έκδοση Ζ και αυτόματη δημιουργία backup των φορολογικών αρχείων.
• Υποστήριξη FTP.
• Αποστολή διαφορετικών παραστατικών σε διαφορετικούς εκτυπωτές.
• Μετατροπή drast εκτύπωσης σε graphic μέσω σχεδιασμού φόρμας.
• Αυτοματοποίηση λειτουργιών κατά την εκτύπωση παραστατικού.

Χαρακτηριστικά οδηγού τύπου Β
• Εύκολη ενσωμάτωση του driver μέσα στο πρόγραμμά σας
• Εύχρηστη βιβλιοθήκη για τον έλεγχο του CMSign 
 (λίγες γραμμές κώδικα αρκούν για να δώσετε σήμανση στα παρασταστικά σας)

FiscalBox

16
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LK-T322
Θερμικός Eκτυπωτής (USB, RS232)

Χαρακτηριστικά Συσκευής
•Ταχύτητα εκτύπωσης 200mm/sec.
•Πλάτος χαρτιού 50mm~82.5mm.
•Αυτόματος κόφτης μαχαιριού μέθοδος. 
 κοψίματος πλήρης ή μερικό κόψιμο.
•Ανάλυση 180 dpi/7dot/min. 
•Διαστάσεις 152 x 204 x 150 mm.
•Driver windows 7, windows xp, 2000, 2003, 
 Vista 32&64bit, XP Embedded, Linux, Opos, 
 Wepos, Javapos. 
• EPSON DRIVER Compatible.

LK-T20 EB
Θερμικός Eκτυπωτής (USB, RS232, LAN)

Χαρακτηριστικά Συσκευής
• Ταχύτητα εκτύπωσης 200mm/sec
• Πλάτος χαρτιού 50mm~82.5mm
• Αυτόματος κόφτης μαχαιριού μέθοδος 
  κοψίματος πλήρης ή μερικό κόψιμο
• Ανάλυση 180 dpi/7dot/min 
• Διαστάσεις 155,8x203,3x154,9 mm
• Driver windows 7, windows xp, 2000,2003, 
  Vista 32&64bit, XP Embedded, Linux, Opos, 
  Wepos, Javapos. 
• EPSON DRIVER Compatible.

TLP-2844 
Θερμική Εκτύπωση + με Μελανοταινία

Χαρακτηριστικά Συσκευής
•Ταχύτητα εκτύπωσης: 102 mm/sec
• Συνδέσεις: PARALLEL, RS-232, USB
• Ανάλυση Εκτύπωσης: 203 dpi
• Πλάτος Εκτύπωσης: 104mm
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LK - P12
Mobile Printer

2'' Receipt & Label printer / Fully - Rugged Dual injection housing, Auto Peeler,
Colorful LCD Menu

Printing Speed:           100mm/sec (Label 60mm/sec)
Paper:                           Thermal receipt / label • Width: 12.7~58mm
Barcode Symbols:       1D: UPC-A, UPC-E, EAN-8, EAN-13, EAN-128, RSS, Postnet, 
                                     Code39, Code93, Code128, TF, Codarbar
                                     2D: PDF417, QRcode, Maxicode, Gs-1, Datamatrix, Aztec
Emulation:                   ESC/POS, ZPL, CPCL, Command compatible
Driver:                          Windows (2000,2003, XP, VISTA, 7), Symbian OS, Windows 
                                     Mobile (Pocket PC, 2003, 6x), Android Windows CE 4.2/5.0/6.0, 
                                     Linux, Blackberry
Sensor:                         Gap, Black mark, Paper and, Peeler
Interface:                     Standard: RS-232C (mini DIN connector), USB
Option:                         Bluetooth, Wi-Fi
Dimension:                 100 x 158 x 85
Standard Packing:      Printer, Roll Paper, Belt Clip, Serial & USB Interface
                                     Cable, Battery, Recharger, Quick Manual, CD (SDK included)
Optional Accessory:   Car charger, Battery Cradle, Shoulder Strap

LK - P20
Mobile Printer

2'' Receipt only printer
Rugged dual injection housing, IP42, MSR & ICR Option

Printing Speed:           80mm/sec 
Dot Density:                203 dpi • 8 dots/mm, 0.125pitch
Printing Width:           48mm, 384 dots/line
Paper:                           Thermal paper • Width: 57.5mm
Barcode:                      EAN-8, EAN-13, Code 39, ITF, UPC-A, UPC-E, Codarbar, Code 93, 
                                     Code 128, PDF 417 (2D), QR Code (2D), Maxicode (2D)
Emulation:                   ESC/POS, Command compatible
Driver:                          Windows Printer Driver (7,XP,2000,2003, VISTA, 32/64bit), 
                                     Windows (CE 4.2 & 5.0 / Mobile 5.0~), Linux Printer Driver, 
                                     Symbian, Blackberry, Android
Sensor:                         Paper and sensor, cover open
Interface:                    Standard: Serial (RS-232C), USB
                                     Option: Bluetooth class 2, Wi-Fi (802.11b/g)
Dimension:                  93 x 139 x 62
Standard Packing:      Printer, Roll Paper, Belt Clip, Serial & USB Interface
                                     Cable, Battery, Recharger, Quick Manual, CD (SDK included)
Optional Accessory:   Car charger, Leather Case, Shoulder Strap, Battery Cradle
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LK - P30
Mobile Printer

3'' Receipt only printer
Rugged dual injection housing, IP42, MSR & ICR Option

Printing Speed:           100mm/sec
Dot Density:                203 dpi • 8 dots/mm, 0.125pitch
Printing Width:           72mm, 576 dots/line
Paper:                           Thermal paper / Label • Width: 44mm-79,5 mm
Barcode:                      EAN-8, EAN-13, Code 39, ITF, UPC-A, UPC-E,
                                     Codarbar, Code 93, Code 128, PDF 417 (2D), QR Code
                                     (2D), Maxicode (2D)
Emulation:                   ESC/POS, CPCL Command compatible
Driver:                          Windows Printer Driver (7,XP,2000,2003, VISTA, 32/64bit), 
                                     Windows (CE 4.2 & 5.0 / Mobile 5.0~), Linux Printer Driver, 
                                     Symbian, Blackberry, Android (2.1~)
Sensor:                         Paper and / Black mark / Gap / Cover open sensors
Interface:                   Standard: Serial (RS-232C), USB
Option:                         Bluetooth class 2, Wi-Fi (802.11b/g)
Dimension:                  120 x 152 x 70
Standard Packing:      Printer, Roll Paper, Belt Clip & Screw, Serial & USB Interface 
                                     Cable, Battery, Recharger, Quick Manual, CD (SDK included) 
Optional Accessory:   Car charger, Leather Case & Shoulder 
                                     Strap, Battery Cradle.

CMP-40
Mobile Printer

4'' Portable Receipt & Label Printer

• Easy media loading with 'drop-in' paper loading and paper out indicators.
• Label or receipt printing
• LCD display for easy configuration and operation
• Integral peeler for labels
• Adjustable paper width: 2 - 4.4"
• Heavy duty protection: IP54 and drops of up to 1.8 metres
• Lithium Ion battery technology and easy-to-change power packs.
• Range of interfacing options including USB, RS232, Bluetooth® and Wireless LAN
• Windows drivers and sostware development toolkits for a range of application
platforms including iOS and Android.

Typical Applications:
• Labelling • Mobile receipts • Queue busting
• Delivery slips • Price markdown • Ticketing • Payments
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COBALTO CO5300
Scanner

To νέo πολυδεσμικό Cobalto ™ CO5300 scanner laser της Datalogic εγγυάται
μια μοναδική αξία για τους πελάτες που αναζητούν εξαιρετική απόδοση σε ένα
κομψό και πλήρως εξοπλισμένο προϊόν.
Ένα κομψό μπλε "δακτυλίδι φωτός» περικυκλώνει το παράθυρο ανάγνωσης, το οποίο
μετατρέπεται σε ένα φωτεινό πράσινο για να επιβεβαιώσει οπτικά την σωστή ανάγνωση
του barcode.

Επιπλέον, ένα υψηλής ποιότητας πολυφωνικό ηχείο μπορεί να ρυθμιστεί ώστε να παρέχει
τον προτιμώμενο ήχο ή «κουδούνισμα» για ηχητικές επιβεβαιώσεις ανάγνωσης barcode.
Η πολυδεσμική ανάγνωση των 20 γραμμών και 1500 σαρώσεων ανά δευτερόλεπτο
παρέχει ταχύτερη 1D αποκωδικοποίηση. Το χαρακτηριστικό της μεγάλης ταχύτητας
ανάγνωσης επιτρέπει την χρήση του scanner στην εντατική λιανική.

Με την χρήση της εργονομικού πλήκτρου στην κορυφή του scanner "SCAN" capacitive
και σε συνδυασμό με την ελαστική επαφή για ρύθμιση κεφαλής σάρωσης στης 30°,
επιτρέπει να χρησιμοποιηθεί άνετα ως μια φορητή συσκευή ανάγνωσης για μεγάλα ή
ογκώδη αντικείμενα.

Είναι η ιδανική λύση για τους μετρητές checkout σε καταστήματα ψιλικών, καταστήματα
ειδών ένδυσης, καθώς και για εφαρμογές αυτοματισμού γραφείου, όπως χειροκίνητη
σάρωση των εγγράφων, φακέλων, για μικρές συσκευασίες για ταχυδρομικές και
ταχυμεταφορικές εφαρμογές.

Χαρακτηριστικά
•  «Ring of Light» οπτική καλή ανάγνωση - επιβεβαίωση
• Πολυφωνικό ηχείο για καλή επιβεβαίωση ανάγνωσης με ήχο
• Εξαιρετικά μεγάλη ταχύτητα ανάγνωσης
• Ρυθμιζόμενη κεφαλή σάρωσης με 30° κλίση δυνατότητα για μεγαλύτερα αντικείμενα
• Εργονομικές λαβές από καουτσούκ φινίρισμα είναι ιδανικό για φορητές λειτουργίες
• Πλήκτρο ενιαίας γραμμής σάρωσης, για χρήση Look-Up (PLU) σε καταλόγους τιμών
• Υπηρεσίες EASEOFCARE που προσφέρουν ένα ευρύ φάσμα επιλογών υπηρεσιών 
  για να προστατεύσετε την επένδυσή σας, εξασφαλίζοντας τη μέγιστη παραγωγικότητα 
  και απόδοση της επένδυσης.

FEATURES

POS PERIPHERALS
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SG 700
Scanner

Handheld IP54 Imager Scanner

Light Source:                      632nm Red LED
Processor type:                  32bits
Depth of Field:                   Up to 500 mm@20mil/0.5mm, PCS90%, CODE39
Scan Rate:                          Smart auto-shuttle emualation, up to 500 scans per second
Resolution:                         4mil/0.1mm@PCS90%, Code39
Print contrast ratio:          30%
Indicator:                          Beep and LED (Good read Green)
Interface:                            RS-232/USB(HID or virtual com port)/Keyboard Wedge
Dimensions (WxHxL):        75 x 71.73 x 177.96 mm
Weight:                               Approx. 152.6g/ 5.386oz (w/o Cable)
Input Voltage:                    DC +5V ± 5% 
Operating current:             150mA 
Standby current:               50mA
Ambient light:                    Up to 100,000 Lux
Operating temperature:    0 °C to 50 °C (32 °F to 122 °F) 
Storage temperature:       -20°C to 70°C (-4°F to 158°F) 
Relative Humidity:             20% to 95% (Non-condensing) 
Drop resistance:                70.86 inches (180cm)
Sealing protection:            Designed to IP54 water and dust resistance
Symbologies:                      Automatically discriminates major standard 1D bar codes, 
                                            include GS1 databar

NOVA N-4060 όρθιο 1D
Scanner

Light Source:                  650±10nm VLD
Depth of Field:               Up to 250 mm@13 mil/0.33mm, PCS 90%
Scan Pattern:                7 directions scan field, 24 lines
Scan Rate:                      2,400 scans per second 
Resolution:                     5mil / 0.127mm
Print contrast ratio:      30%
Indicator:                        Beeper and LED (Stand by Blue, Good read Orange)
Interface:                      RS-232, USB(USB HID or Virtual COM port), 
                                        Keyboard Wedge, Powered USB
Dimensions (WxHxL):    152.02 x 152.07 x 90.22 mm,152.02 x 152.07 x 95.15 mm
Weight:                           690g
Input Voltage:                DC +12V @1.5A 
Power Consumption:     2.28W 
Operating current:         190mA
Standby current:            160mA
Ambient light:                Up to 4,800 Lux
Operating temp             0°C ~ 40°C (32°F ~ 104°F)
Storage temperature    -10°C ~ 60°C (14°F ~ 140°F)
Symbologies:                  Automatically discriminates major standard 1D bar codes, 
                                        include GS1 databar - Omnidirectional, Expanded and 
                                        Limited codes.
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PC 5 Μπαταρίας - Ρεύματος
Ηλεκτρονικοί ζυγοί με υπολογισμό τιμής

Χαρακτηριστικά
•  Οθόνες 3 LCD με Backlight
• Ένδειξη βάρους, τιμή μονάδος, συνολική τιμή
• Επαναφορτιζόμενη μπαταρία
• Θερμοκρασία σωστής λειτουργίας -10 °C ~ 40 °C
• 10 μνήμες

ΔΥΝΑΤΟΤΗΤΑ ΖΥΓΙΣΗΣ
•  6 kg υποδ. 1/2 gr
• 15 kg υποδ. 5 gr
• 30 kg υποδ. 10 gr

Δέχονται και οι 2 ζυγαριές τάσι λαικής

PC 5 & PC 5 με κολώνα
Διαστάσεις: 365 x 440 x 530 mm
Τάσι Λαϊκής: 320 x 230 mm

POS PERIPHERALS

FEATURES
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ΧΜ  Ζυγός
Ηλεκτρονικοί ζυγοί ετικέτας

Λιανικής Πώλησης με TOUCH οθόνη
H πιο γρήγορη ζυγαριά στον κόσμο...

Πληκτρολόγιο                               Οθόνη touch 7’’ εγχρωμη TFT WVGA
                                                       ΔΙΑΦΗΜΙΣΤΙΚΟ VIDEO PROMOTION
                                                       Εκπαίδευση χρήστη μέσω VIDEO
Λειτουργικό Σύστημα                    Avery
Εκτυπωτής                                     Ταχύτητα εκτύπωσης εως 150 mm/sec
                                                       Διάμετρος ρολού 120 mm
                                                       Πλάτος ετικέτας 70(Π) x 300 (Μ)
                                                       Ετικέτας – χαρτοταινίας
Μνήμη δεδομένων                        128 ΜΒ RAM, 256 MB Flash, 
                                                       2 GB integrated SD card
Πρόγραμμα διαχείρισης ζυγών    ΜΧ100, ΜΧ Tool
Σύνδεση με Η/Υ                             10/100 base T ethernet as base
Εισαγωγή χαρτιού (ετικέτα)         Κασέτα με αισθητήρες
                                                       Αυτόματος έλεγχος κατάστασης κεφαλής
Εκτύπωση ετικέτας                        • Barcode, ημερομηνία παραγωγής / λήξης, 
                                                       ημερομηνία συσκευασίας, επωνυμία, 
                                                       περιγραφή είδους, συστατικά.
                                                       • Ταχύτητα εκτύπωσης κατάλληλη και για τυποποίηση 
                                                       προϊόντων.
                                                       • Διαμόρφωση ετικέτας ανάλογα με τις ανάγκες 
                                                       του πελάτη.
Ικαν. Ζύγισης                                 6-15kg/2-5gr, 15-30kg/5-10gr

ΧM-100              • Πληκτρολόγιο κάτω
                          • Διαστάσεις 408 x 458 x 154mm
ΧM-200              • Πληκτρολόγιο κάτω και κολώνα
                          • Διαστάσεις 408 x 458 x 491mm
M-400                • Πληκτρολόγιο πάνω και κολώνα
                          • Διαστάσεις 408 x 458 x 502mm
ΧM-500              • Κρεμαστός ζυγός
Κρεμαστός         • Διαστάσεις 408 x 458 x 502mm
ζυγός

ΧT Ζυγός
Ηλεκτρονικοί ζυγοί ετικέτας

Λιανικής Πώλησης με TOUCH οθόνη με Windows
H πιο γρήγορη ζυγαριά στον κόσμο...

Πληκτρολόγιο                               Οθόνη touch 10,2’’ εγχρωμη TFT WVGA
                                                       ΔΙΑΦΗΜΙΣΤΙΚΟ VIDEO PROMOTION
                                                       Εκπαίδευση χρήστη μέσω VIDEO
Λειτουργικό Σύστημα                    Lunix ή Windows
Εκτυπωτής                                     Ταχύτητα εκτύπωσης εως 150 mm/sec
                                                       Διάμετρος ρολού 120 mm
                                                       Πλάτος ετικέτας 70(Π) x 300 (Μ)
                                                       Ετικέτας – χαρτοταινίας
Μνήμη δεδομένων                        1GB RAM, 256 MB Flash, 160GB HDD
Πρόγραμμα διαχείρισης ζυγών    ΜΧ100, ΜΧ Tool
Σύνδεση με Η/Υ                             10/100 base T ethernet as base
Εισαγωγή χαρτιού (ετικέτα)         Κασέτα με αισθητήρες
                                                       Αυτόματος έλεγχος κατάστασης κεφαλής
Εκτύπωση ετικέτας                        • Barcode, ημερομηνία παραγωγής / λήξης, 
                                                       ημερομηνία συσκευασίας, επωνυμία, 
                                                       περιγραφή είδους, συστατικά.
                                                       • Ταχύτητα εκτύπωσης κατάλληλη και για τυποποίηση 
                                                       προϊόντων.
                                                       • Διαμόρφωση ετικέτας ανάλογα με τις ανάγκες 
                                                       του πελάτη.
Ικαν. Ζύγισης                                 6-15kg/2-5gr, 15-30kg/5-10gr

ΧT-100               • Με 10,2˝ TFT TOUCH DISPLAY
                          • Πληκτρολόγιο κάτω
                          • Διαστάσεις 408 x 466 x 156mm
ΧT-200               • Με 10.2˝ TFT TOUCH DISPLAY
                          • Πληκτρολόγιο κάτω και κολώνα
                          • Διαστάσεις 408 x 493 x 528mm
ΧT-300               • Με 18,5˝ TFT TOUCH DISPLAY
self service       • Πληκτρολόγιο πάνω και κολώνα
                          • Διαστάσεις 408 x 343 x 610mm
ΧT-400               • Με 10.2˝ TFT TOUCH DISPLAY
                        • Πληκτρολόγιο πάνω και κολώνα 
                          με 2πλή οθόνη
                          • Διαστάσεις 408 x 343 x 528mm
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MAGELLAN 8400 
Ηλεκτρονικός ζυγός με Scanner

• Υψηλής ποιότητας και αντοχής το μοναδικό πολυδεσμικό scanner 
  και ταυτόχρονα ζυγαριά της εταιρίας Data-logic είναι ιδανικό για 
  καταστήματα εντατικής λιανικής με ζυγιζόμενα είδη.

• Το Scanner είναι διπλό και λειτουργεί ταυτόχρονα οριζόντια και κάθετα 
  ώστε να γίνεται πολύ γρήγορα η ανάγνωση του barcode του προιόντος. 
  Το οριζόντιο τμήμα του Scanner είναι και ζυγαριά με δυνατότητα ζύγισης 
  μέχρι 15 κιλά.

• Συνδέεται εύκολα με εφαρμογές λιανικής πώλησης.

Χαρακτηριστικά
• Enhanced All-Weighs® Platter
• Aggressive & ergonomic 360° 5-sided scanning
• Multiple interface solution supports all popular host interfa
• FirstStrike®  advanced decoding sostware
• Flash memory for easy, low cost upgrades
•  Powered auxiliary RS-232 port for easy integration of a handheld scanner
• GS1 DataBar™ (RSS) decoding
• Optional EAS functionality
• Integrated Produce List Bar or Produce Rail™
• Value Added Features:
• Host Download
• Diagnostic Reporting
• Productivity Index Reporting™ (PIR)
• Cashier Training™

MECHANICAL LENGTH
model Scanner/Scale length
8401 Short scanner 35.3 cm / 14.0''
8402 Medium scanner 39.9 cm / 15.8''
8403 Long scanner 50.8 cm / 20.0''
8404 Med. scanner/scale 39.9 cm / 15.8''
8405 Long scanner/scale 50.8 cm / 20.0''

Width: 29.2 cm / 11.5''
Depth (below counter): 10.0 cm / 4.0''
Height (above counter): 13.1 cm / 5.1''

SCALE CAPACITIES
Capacity:                           15 kg / 30.0 lb
Minimum increment:          0.005 kg / 0.01 lb 
Vibration immunity:           4 programmable filter settings
Maximum static weight:    68 kg / 150 lb
Adjustments required:       Calibration only

OPTICAL
Scan lines: 52
Motor Speed: 6,000 rpm Scan rate:  5,200 lines/sec. Scan Zone: 360°
Sides read: 5
Read Height: 15.2 cm / 6.0''

POS PERIPHERALS



Χ2 Ζυγός Πλάστιγγα
Ρεύματος - Μπαταρίας

• Οθόνη LCD με ψηφία και backlight
• Βαριά κατασκευή
• Λειτουργεί με επαναφορτιζόμενη μπαταρία
• Ενδειξη χαμηλής μπαταρίας
• RS-232
• Inox τάσι και Inox καγκελάκι
• Ανακλινόμενη κεφαλή για εύκολη ανάγνωση

ΜΟΝΤΕΛΟ Χ2                               • Διαστάσεις 400 x 500 mm
                                                         • Ικανότητα Ζύγισης: 150 Kg υποδιαίρεση 10gr

ΜΟΝΤΕΛΟ Χ2                               • Διαστάσεις 500 x 600 mm
                                                         • Ικανότητα Ζύγισης: 300 Kg υποδιαίρεση 20gr

ΜΟΝΤΕΛΟ Χ2                               • Διαστάσεις 600 x 800 mm
                                                         • Ικανότητα Ζύγισης: 600 Kg υποδιαίρεση 50gr

ΜΟΝΤΕΛΟ Χ2                               • Διαστάσεις 800 x 800 mm
                                                         • Ικανότητα Ζύγισης: 600 Kg υποδιαίρεση 100gr

www.softechltd.com

IGB / IGX
Ζυγός Ρεύματος - Μπαταρίας

• Φωτεινή οθόνη LED (IGX) με μεγάλα ψηφία
• Oθόνη LCD (IGB) με μεγάλα ψηφία
• Αδιάβροχο πληκτρολόγιο
• Χυτό σασί πλατφόρμας βαριάς κατασκευής
• Ανακλινόμενη κεφαλή για εύκολη ανάγνωση
• Ομαλή λειτουργία -5 εως 40ºC

ΜΟΝΤΕΛΟ IGX ρεύματος LED      • Διαστάσεις 550 x 400 mm
                                                         • Ικανότητα Ζύγισης: 60 Kg υποδιαίρεση 20gr

ΜΟΝΤΕΛΟ IGX ρεύματος LED      • Διαστάσεις 550 x 400 mm
                                                         • Ικανότητα Ζύγισης: 150 Kg υποδιαίρεση 50gr

ΜΟΝΤΕΛΟ IGB μπαταρίας LCD     • Διαστάσεις 550 x 400 mm
                                                         • Ικανότητα Ζύγισης: 60 Kg υποδιαίρεση 20gr

ΜΟΝΤΕΛΟ IGB μπαταρίας LCD     • Διαστάσεις 550 x 400 mm
                                                         • Ικανότητα Ζύγισης: 150 Kg υποδιαίρεση 50gr

IGB Mετασχηματιστής

25
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WF 43
Windows Mobile 6.5

Οθόνη                        • 4,3˝ QVGA 64K Colour LCD / Sunlight Viewable
Touch Panel                • IP54 Certified / Multiple Drops from 1,5m
CPU Μνήμη                • Intel PXA 624 MHz
Επικοινωνία               • 128MB RAM / 256MB ROM
MSR                           • ΙΕΕΕ 802.11b/g / Bluetooth v2.0 with EDR
Barcode Scanner        • 3 - Track MSR (Optional)
Μπαταρία                   • 1D Scanner
Διάρκεια μπαταρίας   • 2670mAh
O/S                            • 8 ώρες συνεχούς λειτουργιάς
Διαστάσεις / Βάρος    • Windows Mobile 6.5
                                     • 125 x 75 x 19 / 197g
KIT (pda, τροφοδοτικό, USB καλώδιο επικοινωνίας, μπαταρία, πενάκι)     

WF 36
Android 4.0.4

Οθόνη                        • 4,3˝ 800x480 WVGA IPS / Sunlight Viewable
Touch Panel                • IP54 Certified / Multiple Drops from 1,5m
CPU Μνήμη                  • DUAL CORE A9 1Ghz
Επικοινωνία               • 1Giga RAM, 8G eMMC Flash ROM
Μπαταρία                    • ΙΕΕΕ 802.11b/g / Bluetooth v.4
Διάρκεια μπαταρίας   • 3.7V/2670mAh
O/S                            • 12 ώρες συνεχούς λειτουργιάς
Διαστάσεις / Βάρος    • DUAL CORE A9 1Ghz, Android 4.0.4
                                     • 125 x 75 x 19 / 207g
KIT (pda, τροφοδοτικό, USB καλώδιο επικοινωνίας, μπαταρία, πενάκι)

SCORPIO X3 
& SCORPIO GUN X3
Ruggedized with 1,5m resistance IP64

Standard configuration: XScale PxA310 • 624MHz • 256MB RAM • 512 MB ROM
• ID Laser scanner • WiFi 802,11 a/b/g • 28Kens • Bluetooth 2 with EDR 3,2 TFT
color display • O/S: Windows CE 6.0

Κιτ: μπαταρία, φορητό τερματικό, πενάκι, extra keyboard pad
Accessories: Βάση Φόρτισης με τροφοδοτικό και καλώδια                                                                    
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MR 300
USB CARD READERS

Color                                 Black
Card Standard                  ISO 7810-7813, ABA and JIS II
Interfaces                           TTL/RS232/KB/USB
Scan Rate                           100~1000mm per second / 3.9 - 39 inches per second
Track Information             Tripe Tracks (1&2&3 Tracks)
Life cycle                            1,000,000 pass
Direction                             Bi-directional
Indicator                           Support beep and LED for each reading status
Voltage                               DC +5V ±5%
Power consumption           Operation 76mA(Max), Stand by 52mA (Max)
Dimensions (WxHxL)         90.0 X 38.0 X 29.0 mm 
Operating temperature     0 °C to 50 °C (32 °F to 122 °F) 
Storage temperature        -20°C to 70°C (-4°F to 158°F)

MR 800
USB CARD READERS

Color                                   Black
Card Standard                 ISO 7810-7813, ABA and JIS II
Interfaces                        TTL/RS232/KB/USB
Scan Rate                           100~1000mm per second / 3.9 - 39 inches per second
Track Information             Tripe Tracks (1&2&3 Tracks)
Life cycle                          1,000,000 pass
Direction                            Bi-directional
Indicator                          Support beep and LED for each reading status
Voltage                            DC +5V ±5%
Power consumption          Operation 88mA(Max), Stand by 62mA (Max)
Dimensions (WxHxL)         150.2 X 43.0 X 43.3 mm
Holder                              Optional
Operating temperature    0 °C to 50 °C (32 °F to 122 °F)
Storage temperature        -20°C to 70°C (-4°F to 158°F)
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Συρτάρι BABY
Cash Drawers

Χαρακτηριστικά
• Μεταλλικό συρτάρι 
• Κλειδαριά 3 θέσεις (Ανοίγει-Κλειδώνει)
• 4 Θέσεις χαρτονομισμάτων 
• 8 Θέσεις κερμάτων
• Διαστάσεις: (Π) 330 x (Μ) 330 x (Υ) 90 mm

Συρτάρι 410
Cash Drawers

Χαρακτηριστικά
• Μεταλλικό συρτάρι εισαγωγής 
• 4 θέσεις χαρτονομισμάτων
• 8 θέσεις κερμάτων 
• 2 σχισμές για κάρτες
• Κλειδαριά 3 θέσεις (Ανοίγει-Κλειδώνει)
• Διαστάσεις: (Π) 405 x (Μ) 415 x (Υ) 100 mm

Συρτάρι FLIP-TOP
Cash Drawers

Χαρακτηριστικά
• Καπάκι από ανοξείδωτο ατσάλι 
• 7 θέσεις χαρτονομισμάτων 
• 8 θέσεις κερμάτων 
• Θύρα για οποιοδήποτε σύστημα POS ή ταμειακή μηχανή
• Αφαιρούμενη θήκη νομισμάτων 
• Εσωτερικά συρταριών
• Κλειδαριά 3 θέσεις (Ανοίγει - Κλειδώνει) 
• Διαστάσεις: 460 x 170 x 100 mm
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KJ-3300
Time Attendance

Display:                               2.8'' TFT Color LCD CPU: 32biT
Sensor:                                500dpi Optical sensor
                                            Multi Spectra Image sensor (Option)
RF reader:                           125KHz/13.56MHz (HID prox, Indala, Mifare, EM, Felica)
Communication type:        TCP/IP, RS-485
External Interface:            Wiegand, USB Memory Card 
Fingerprint Capacity:        2K, 5K, 10K, 30K, 50K 
Event log:                           Maximum 500,000 events
Operation Mode:                Password/Fingerprint/card mixture
Inputs & Outputs:              4In / 20ut
Power:                                 12V DC 500mA
Produce size:                      115(H)x165(W)x49(D)mm

IC-2308
Ανιχνευτής γνησιότητας χαρτονομίσματων μπαταρίας (φορητός)

• Εισαγωγή χαρτονομίσματος με οποιαδήποτε φορά
• Ταχύτατος και ακριβής έλεγχος
• Εμφανίζει στην οθόνη την συνολική αξία των χαρτονομισμάτων μετά τον έλεγχο 

και τον αριθμό των χαρτονομισμάτων που έχουν ελεγχθεί
• Μικρό μέγεθος, φορητό, μπορεί να μπει σε γραφείο ή σε τοίχο.
• Απόλυτος Ελεγχος μαγνητικών στοιχείων όπως Infrared, ανίχνευση ποιότητας 

και πάχους χαρτονομίσματος
• Μπορεί να γίνει αναβάθμιση μέσω USB
• Διαστάσεις 15,7x7x5,9cm

IC-2700
Ανιχνευτής γνησιότητας χαρτονομίσματων φορητός

• Εισαγωγή χαρτονομίσματος με οποιαδήποτε φορά
• Ταχύτατος και ακριβής έλεγχος
• Έλεγχος μαγνητικών στοιχείων, υπέρυθρης μελάνης (IR), ταινίας ασφαλείας, 

μήκος χαρτονομίσματος
• Εμφανίζει στην οθόνη την συνολική αξία των χαρτονομισμάτων μετά τον έλεγχο 

και τον αριθμό των χαρτονομισμάτων που έχουν ελεγχθεί
• RS 232 για αναβάθμιση S/W
• Διαστάσεις•(Y) 6,9 X (M) 12,4 X (Π) 10 cm
• 220 V/50Hz •<5W •0,8kg
• Βάρος 0,34gr
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DP-7100E
Ανιχνευτής γνησιότητας μικτής καταμέτρησης

Διαθέτει πλήρες πληκτρολόγιο τεχνολογίας touch screen που προσφέρει ευελιξία και
ταχύτητα στην επιλογή των καταμετρήσεων. Οι ρυθμίσεις των παραμέτρων
καταμέτρησης και  η εκμετάλλευση των δυνατοτήτων του, επιλέγονται πολύ εύκολα από
το ευέλικτο και απλό πρόγραμμα μέσω του πληκτρολογίου. Προσφέρει απόλυτη
αξιοπιστία και ακρίβεια στην καταμέτρηση. Διαθέτει μικροϋπολογιστή, που ελέγχει όλες
τις λειτουργίες του μηχανήματος. Ειδικά σχεδιασμένη για την νέα γενιά
χαρτονομισμάτων ΕΥΡΩ.

Χαρακτηριστικά
•  Εντοπίζει τα μισά και διπλά χαρτονομίσματα 
•  Εντοπίζει τα διαφορετικού μεγέθους χαρτονομίσματα, ελέγχοντας 
  και τις τρείς διαστάσεις του χαρτονομίσματος (πάχος, ύψος, πλάτος)
•  Έλεγχος της ποιότητας του χαρτιού μέσω λάμπας υπεριώδους ακτινοβολίας UV
•  Έλεγχος γνησιότητας με ανιχνευτή MG 
•  Έλεγχος γνησιότητας μεταλλικής ταινίας, με ανιχνευτή MΤ, νέας τεχνολογίας 
  που ελέγχει την αγωγιμότητα της μεταλλικής ταινίας
•  Έλεγχος με ανιχνευτή υπέρυθρης μελάνης IR 
•  Διαθέτει αισθητήρα Colour Image Sensor 
•  Εγκεκριμένο από την Ε.Κ.Τ για την ανίχνευση πλαστών χαρτονομισμάτων.
•  Τρείς ταχύτητες καταμέτρησης 800/1200/1500 χαρτονομίσματα/λεπτό, 
  επιλεγμένες από τον χειριστή, ώστε ταυτόχρονα να πραγματοποιείται και οπτικός 
  έλεγχος  από τον χειριστή.
•  Καταμετρά και ελέγχει ΕΥΡΩ, ΔΟΛΛΑΡΙΑ Η.Π.Α και ΛΙΡΕΣ ΑΓΓΛΙΑΣ
•  Άμεση προεπιλογή καταμέτρησης από το πλήρες και εργονομικό πληκτρολόγιο
•  Μεγάλη φωτιζόμενη οθόνη τύπου LCD, με πλήρη μηνύματα
•  Δυνατότητα μικτής καταμέτρησης χαρτονομισμάτων με εμφάνιση της συνολικής 
  αξίας καθώς και ανάλυση των χαρτονομισμάτων που έχουν καταμετρηθεί
•  Αυτόματη ή χειροκίνητη εκκίνηση καταμέτρησης από τον χειριστή 
•  Πρόσθεση καταμετρήσεων, εμφανίζει το άθροισμα περισσότερων καταμετρήσεων 
•  Χοάνη εισόδου για 300 χαρτονομίσματα 
•  Εύκολη απεμπλοκή χαρτονομίσματος
•  Yποδοχής 250 χαρτονομισμάτων
•  Αθόρυβη λειτουργία
•  Σύστημα αυτοδιάγνωσης βλαβών
•  Σύνδεση με δεύτερη οθόνη για τον πελάτη, θύρα USB 
  για επικοινωνία – αναβάθμιση μέσω Η/Υ
• Διαστάσεις χαρτονομίσματος: 110x50 έως 185x90mm
• Τάση λειτουργίας: 99-245 V 
• Κατανάλωση: 40 W
• Βάρος: 6.7 κιλά 
• Διαστάσεις: 235x290x195 mm
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DP-6500
Ανιχνευτής γνησιότητας μικτής καταμέτρησης € / usd

•  Ακριβής και αξιόπιστη καταμέτρηση και παράλληλα ανιχνευτής πλαστών 
  χαρτονομισμάτων
•  Μοντέρνος και εργονομικός σχεδιασμός
•  Εύκολος χειρισμός
•  Εντοπίζει τα μισά, τα διπλά και τα διαφορετικού μεγέθους χαρτονομίσματα
•  Έλεγχος της ποιότητας του χαρτιού μέσω λάμπας υπεριώδους ακτινοβολίας UV
•  Έλεγχος μεταλλικής ταινίας, με ανιχνευτή MΤ
•  Έλεγχος ανιχνευτή μαγνητικών στοιχείων στην επιφάνεια του χαρτονομίσματος MG
•  Προκαθορισμένη ρύθμιση απο 1-9999 τεμάχια
•  Προειδοποιητικός ήχος σε περίπτωση λάθους και auto stop
•  Euro / Usd
•  Αναλυτική λίστα κατά χαρτονόμισμα
•  Αναλυτική εκτύπωση καταμέτρησης
•  Διπλός αισθητήρας ΙR
•  Ταχύτητα: 1000 notes/min
•  Χωρητικότητα χαρτονομισμάτων: 200
•  Διαστάσεις: 311(L) x 261(W) x 195(H)mm

SE-980 
Kαταμετρητής κερμάτων

• Χωρητικότητα χοάνης: 350~1000 κέρματα
• Χωρητικότητα κερματοθήκης: 120~400 κέρματα
• Ταχύτητα καταμέτρησης: 650 κέρματα/λεπτό
• Batch preset number display: 3 Digits LCD
• Οθόνη καταμέτρησης: 7 Digits LCD
• Διαστάσεις: 302 x 278 x 258mm
• Βάρος: 5 K
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Πίνακες LED 
Κατάλληλοι για όλα τα καταστήματα

Στους πίνακες αυτούς μπορείτε να γράψετε ό,τι κείμενο θέλετε, να ζωγραφίσετε
ό,τι εικόνα θέλετε, σε ότι μέγεθος και πάχος θέλετε με 8 διαφορετικά χρώματα
μαρκαδόρων που περιλαμβάνονται σε κάθε συσκευασία. 
Οι μαρκαδόροι είναι μαρκαδόροι νερού και μπορείτε με ένα πανί να σβήσετε και να
αλλάξετε κείμενο ή εικόνα σε ελάχιστο χρόνο. Μπορείτε να επιλέξετε παραλλαγές
φωτισμού στον πίνακα LED με control ή με κουμπί που υπάρχει στο καλώδιο του πίνακα.
Με δυνατότητα να αναβοσβήνει (flashing) με διαφορετικούς τρόπους, και διαφορετικά
χρώματα.

Χαρακτηριστικά
• Επαναγράψιμος πίνακας
• Μαρκαδόροι νερού
• Ρύθμιση φωτισμού χειροκίνητα
• Κρεμιέται κάθετα και οριζόντια
• Τοποθετείτε και πάνω σε τρίποδο
• Λειτουργεί με ρεύμα 220V
• Με έγκριση CE

Διαστάσεις: 40x60 cm, 50x70 cm, 60x80 cm 

Κατάλληλοι για όλα τα καταστήματα
Ρούχα, Παππούτσια, Δερμάτινα, Αξεσουάρ, Ηλεκτρικές & Ηλεκτρονικές
Εστιατόρια, Οβελιστήρια, Καφετέριες, Μπαρ, Καταστήματα τουριστικών ειδών
Ξενοδοχεία, Τουριστικά Καταλύματα, Super Market, Mini Market

Η συσκευασία περιλαμβάνει τον πίνακα LED
το τρίποδο και ένα σετ μαρκαδόρους.

Control για
τον πινακα LE
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Space Pole
•  Εργονομική βάση που να ασφαλίζει το τερματικό και να επιτρέπει την εύκολη χρήση 
  του τόσο από τον υπάλληλο όσο και από τον πελάτη
•  Εγκαθίσταται χωρίς δυσκολία και μπορεί να υποδεχτεί την πλειοψηφία των 
  τερματικών POS
•  Αποσπάται εύκολα ώστε να διευκολύνονται οι συναλλαγές μακριά από το ταμείο, 
  όπως σε εστιατόρεια ή μπαρ
•  Τα καλώδια περνούν μέσα από τη μονάδα στήριξης, αφήνοντας την επιφάνεια 
  εργασίας ελεύθερη
•  Επιπλέον, χάρη στην εργονομική κατασκευή του μειώνεται σημαντικά η ανάγκη 
  μετακίνησης του τερματικού, εξαλείφοντας έτσι την νούμερο ένα αιτία βλαβών
• Διατίθεται σε 2 τύπους βάσεων, για μηχανήματα VERIFONE και IGENICO.
• Η μια βάση είναι η Light μεταλλική ελαφριάς κατασκευής & η Dura η οποία 
  είναι βαριάς κατασκευής

LIGHT
• Μοναδικός εργονομικός σχεδιασμός για μηχάνημα VERIFONE
• Περιλαμβάνει πατενταρισμένη τεχνολογία DuraTilt®
• Περιστροφή 210° από την πλευρά πελάτου στην πλευρά ταμία
• Έξυπνα σχεδιασμένο αντι-wobble πλαστικό περίβλημα
• Εξασφαλίζει την ομαλή λειτουργία του τερματικού

DURA
• Μοναδικός εργονομικός σχεδιασμός για μηχάνημα IGENICO
• Περιλαμβάνει πατενταρισμένη τεχνολογία DuraTilt®
• Περιστροφή 210° από την πλευρά πελάτου στην πλευρά ταμία
• Έξυπνα σχεδιασμένο αντι-wobble πλαστικό περίβλημα
• Εξασφαλίζει την ομαλή λειτουργία του τερματικού

Whozz Calling 
Caller ID only hardware for basic 
applications and Point-of-Sale Integration.

Basic Caller ID information for Pop-up screens. This device captures Caller ID time/date,
name and number and indicates on which phone line the data is received. Units are
available in 2, 4, and 8 line models with either Serial/USB or Ethernet connection..The
choice of Domino's Pizza and many food service point-of sale (POS) solution providers
to link Caller ID into delivery and take-out modules.



PRODUCTS
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GUEST PAGERS OVERVIEW
LRS OFFERS THE WIDEST AND MOST ADVANCED
GUEST PAGERS IN THE INDUSTRY

With our 20 years of experience, focus and innovation, LRS continues to
redefine the entire on-site paging industry with customer-driven
features such as Shock-Absorbing bumpers, Water-Resistant designs and
Lexan cases. LRS now boasts that our pagers are the most advanced and
durable in the industry.
Unlike other pagers on the market, all LRS pagers do not have any speaker holes
that may accumulate food and liquids over time and harbor dangerous bacteria.
Our guest pagers are also completely sealed making them easy to clean.

COASTER CALLER STAR PAGER

ADVERTEASER LOBSTER PAGERSAFE-TOUCH

ALPHA GUEST COASTER PIZZA PAGER 

SERVER PAGING SYSTEMS
KEEP YOUR STAFF OUTSIDE WITH THE CUSTOMERS
WHERE THEY CAN SELL MORE

LRS Server Paging Systems are the smartest wireless server pagers on the
market. They let your servers spend more time with guests instead of waiting
in the kitchen for orders.
When an order is ready, the kitchen staff press one button on the transmitter and it will
page the servers so they can pick it up. Since servers are now spending more time on
the floor instead of the kitchen, you get faster table turns, better service and higher
check averages.

BENEFITS
•  Keep staff on the floor with guests to increase check averages
•  Deliver food faster and while still hot and fresh
•  Increase drinks & desserts sales and improve customer service
•  Eliminate congestion in the kitchen and improves server efficiency
•  Faster service leads to more satisfied customers and sales increase
•  Eliminate costly and time consuming food reheats
•  Managers are paged when a server has not picked up an order
•  Faster service and larger bills means better tips for the servers
•  Duty-Page automatically notifies staff of scheduled tasks
•  No more shouting or noisy server bells
•  Simple One-Touch operation transmitter 
•  Reduce monthly labor overhead expenses

30 SERVER

20 SERVER 16 SERVER
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PRONTO
INSTANTLY IMPROVE YOUR STAFF RESPONSE TIMES AND
CUSTOMER SERVICE

Pronto is a compact Push-For-Service transmitter that can instantly improve
your staff response times, raise customer service levels and increase
productivity. When your customers require service, they simply push one of the
customized buttons on the Pronto transmitter notifying your staff immediately. Pronto
can also be used by your staff members to page each other when they need assistance.
Pronto will save you time and money because fewer staff per shist are needed, which
will reduce your monthly labor costs and overheads. The Pronto transmitter is available
in 1 or 6 buttons.

BENEFITS
•  Improve Customer-Staff interaction and staff efficiency
•  Instantly increase your food & drinks sales
•  Give your guests the ultimate V.I.P service
•  Excellent solution for out of sight tables, seating areas and floors
•  Re-Page feature reminds staff where service is needed
•  Automatically pages the manager if there is a delay in service
•  Managers can now track and improve staff response time
•  Instant and efficient Staff-Staff communications
•  Reduce your monthly labor cost since fewer staff are now needed
•  Pages the manager when batteries are running low
•  Auto-Shut helps increase battery life by turning off the unit

TABLE GENIE
ENSURE CUSTOMERS CAN LOCATE STAFF MEMBERS WITH
THE PUSH OF A BUTTON 

Give your customers and staff members the convenience of On-Demand service
with the Table Genie transmitter. When assistance is required, they simply
press a button notifying staff members instantly. Table Genies help increase
sales, improve service and reduce monthly overhead. Table Genies work in three or
single-button modes and each button can be programmed to send a customized
message such as Nara, Waiter, Valet, Bill, Manager, Coffee and more. Table Genies keep
your customers and staff happy because they’re being assisted faster and since your
staff know when they are needed, less employees could be used per shist saving you
money on labor costs.

BENEFITS
•  Reduce your monthly labor cost since fewer staff are now needed
•  Instantly increase your food & drinks sales
•  Improve Customer-Staff interaction and staff efficiency
•  Re-Page feature reminds staff where service is needed
•  Automatically pages the manager if there is a delay in service
•  Managers can now track and improve staff response time
•  Give your guests the ultimate V.I.P service
•  Excellent solution for out of sight tables, seating areas and floors
•  Pages the manager when batteries are running low
•  Auto-Shut helps increase battery life by turning off the unit
•  Instant and efficient Staff-Staff communications
•  Earn more revenue by having sponsor labels placed on units
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BEACH BUTLER
ENSURE THAT EVERY CUSTOMER REQUEST IS MET
QUICKLY AND EFFICIENTLY

Lying on the beach or sunbathing by the pool, your guests should never have to
get up to find a waiter so they can order their food and drinks. With the Beach
Butler Waiter Calling System, they no longer have to. They simply push a
button and the waiter is instantly paged.

BENEFITS
•  Re-Page feature reminds staff where service is needed
•  Automatically pages the manager if there is a delay in service
•  Managers can now track and improve staff response time
•  Excellent solution for out of sight umbrellas and seating zones
•  Instantly increase your food & drinks sales
•  Reduce your monthly labor cost since fewer staff are now needed
•  Give your guests the ultimate V.I.P service
•  100% Water-Proof with Tamper-Resistant design
•  Pages the manager when batteries are low so no request is missed
•  Auto-Shut helps increase battery life by turning off the unit
•  Earn more revenue by having sponsor labels placed on units
•  Easily attaches to any umbrella, table or sunbed with various options

Poolside  -  Beach  -  VIP Area  -  Kids Pool  -  Bungalows  -  Jacuzzis

S.O.S BUTLER
IMPROVE POOLSIDE SAFETY AND ENHANCE YOUR GUEST
EXPERIENCE 

Nothing is more important than the safety of your guests and their children.
Place S.O.S Butlers around your hotel grounds and swimming pool and give
your guests the peace of mind they deserve. 

When it comes to guest safety, time is essential. In case of an emergency, your guests
can notify staff and lifeguards of their exact location by simply pressing a button. S.O.S
Butler is the ideal solution for i.e. kids' pool area, water slides, first aid, adventure rides
and lifeguards.

CREATED FOR:
Lifeguards, Kids Pool, First Aid, Water Slides, Adventure Rides
The Elderly, Saunas, Slippery Areas, Locker Rooms

AVAILABLE IN 7 COLORS
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NURSE XP
GIVE PATIENTS THE ABILITY TO LOCATE HOSPITAL STAFF
QUICKLY AND EFFICIENTLY

The Nurse XP transmitters help streamline patient requests, improve nurse
efficiency and eliminate intrusive overhead paging. When patients need
assistance, they simply press the button notifying the nurse instantly and
discreetly. 
The powerful and wireless Nurse XP is ideal for any size hospital or medical facility. It’s
100% Water-Proof and made of heavy-duty Lexan plastic so it can be used anywhere,
indoors and outdoors. With the longest range on the market, it will reach your medical
staff no matter where they are.

BENEFITS
•  100% wireless technology with no hardwiring required
•  Direct communication link between the patient and the nurse
•  Re-Page feature reminds nurse where assistance is needed
•  If a nurse is busy, Nurse XP automatically notifies other staff
•  Save time searching for the next available nurse or doctor
•  Pages staff members when batteries are running low
•  Delay-Alert pages other staff members when there is a delay
•  Auto-Shut helps increase battery life by turning off the unit
•  100% Water-Proof with Tamper-Resistant design
•  Can be installed in showers in case of patient emergencies
•  Easily attaches to any surface with various mounting options
•  Can operate on both batteries and power supply

BUTLER XP
LOCATE STAFF MEMBERS ANYWHERE WITH THE PUSH 
OF A BUTTON 

The ability to instantly contact someone on-site is vital in any industry. With
the powerful and wireless Butler XP, this task becomes simple. Just press the
button and the Butler XP will immediately send a silent page to anyone in your
building wearing an LRS Alphanumeric pager. With its powerful range, it will
reach them no matter where they are.
The Butler XP is ideal for any type of business. Restaurants, supermarkets, retail stores,
offices, warehouses and hospitals, the uses for the Butler XP are endless. Customers can
use it to contact staff when they need help or service and staff can use it to page each
other for assistance. Butler XP helps enhance customer satisfaction, improve service
and staff efficiency.

BENEFITS
•  Improve Customer-Staff interaction and staff efficiency
•  Increase your sales and return your investment in weeks
•  Excellent solution for out of sight aisles, areas and product zones
•  Re-Page feature reminds staff where service is needed
•  Automatically pages the manager if there is a delay in service
•  Managers can now track and improve staff response time
•  Instant and efficient Staff-Staff communications
•  Reduce your monthly labor cost since fewer staff are now needed
•  Pages the manager when batteries are running low
•  Auto-Shut helps increase battery life by turning off the unit
•  Earn more revenue by having sponsor labels placed on units
•  100% Water-Proof with Tamper-Resistant design
•  Easily attaches to any surface
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TABLE TRACKER RFID
LRS IS PROUD TO INTRODUCE THE NEW PATENTED RFID
TABLE TRACKER SYSTEM

Streamline operations and improve customer satisfaction with the RFID Table
Tracker advanced technology. Table Tracker follows and reports on your entire
service cycle from ordering and seating to food delivery and table clearing.
Table Tracker will assist your business in making sure you have a record of your
entire operation. Real-Time data displays order status and table locations for
faster service and a noticeably improved customer experience.

HOW IT WORKS
Order: A Tracker Coaster is given to customers when they order
Locate: The Tracker reads tags on the customer’s table and broadcasts its location.
Deliver: Food runners then refer to Order View to identify a guest’s location and deliver food.
Analyze: Managers can use Table Tracker app or LRS Connect to view performance reports.

BENEFITS
•  Deliver food fast and at ideal temperature
•  Easy-To-Read color coded Touch-Screen display
•  Managers are instantly notified on pagers if there are any late orders
•  Measurable efficiency in operations and greater staff collaboration
•  Improved speed of service leads to an enhanced dining experience
•  Reporting shows order time, seat time, delivery time and clean time
•  Portable Clearing Unit clears orders as soon as they’re delivered
•  Busser-Unit gives you an insight into the time it takes to clean tables
•  To-Go Unit speeds up delivery of Take-Out orders
•  Table Tracker Coasters last up to 3 days on a single charge
•  Easy implementation with minimal training required



42

POS SOFTWARE

GLADIUS POS SOFTWARE

CUSTOMIZED TO YOUR UNIQUE BUSINESS REQUIREMENT,
GLADIUS POS PUTS TOGETHER A SOLUTION THAT
PERFECTLY FITS YOUR BUSINESS NEEDS.

Whether you need a pure POS solution or an integrated enterprise
management solution, if you prefer a local or central installation or a
mixture of both, or even a fully hosted solution – Gladius Pos can pick
from a wide range of solutions the right mix that perfectly addresses
your business needs. Choose from a wide range of tools that speed up
your food preparation process while keeping quality high. Increase
table turn with powerful table management solutions and drive sales
with targeted marketing activities.

Gladius Pos end-to-end portfolio encompasses Point-of-Sale System
solutions, inventory management solutions stock control, table
management solutions, labor management solutions, CRM/loyalty
solutions, reporting tools and much more.

• Improved operational efficiency 
• Improved enterprise business intelligence and decision support 
• Increased guest satisfaction and loyalty 
• Increased sales

With more than 1500 installations and satisfied 
customers all over Cyprus!!
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